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Aydos® Undo 
Asit bazlı beton ve ekipman temizleme katkısı  
Acid-based concrete and equipment cleaning additive
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Tanımı   
Aydos® Undo, beton ve benzeri kalıntıları temizlemek 
amacıyla üretilmiş, asit bazlı kozmetik üründür. 
 
Kullanım Alanları 
 Hazır beton santralleri 
 Transmixerler, seyyar beton pompaları, sabit beton 

ve şap pompaları 
 Vitrifiye ürünleri, pik döküm özellikli çelik pis su ya da 

atık su boruları 
 Şap ve betonarme uygulamasında kullanılan çelik ve 

saç türü ekipmanlar da kullanılır. 
 
Özellikleri / Avantajları 
 Kullanılacak malzemelerin yüzeyini ve iç ve dış 

görünümünü zedelemez.  
 Kir ve pasları temizler. Boya renklerini soldurmaz. 
 Beton atıklarından oluşan tıkanıklığı temizler. 
 
Uygulama/Uyarı 
 Uygulanması gereken yerlere bir fırça yardımı ya da 

direkt olarak üzerine dökülmesi suretiyle yapılır. 
 Uygulanan alanda kalıntı fazla ise, işlem birkaç defa 

10’ar dakika arayla tekrar edilir. 
 Aydos® Undo, uygulaması bittiğinde bol su 

dökülerek yıkanması gerekir. 
 İnce sac ve ince demir türü malzemelerin 

temizliğinde Aydos® Undo, 1/5 oranında 
seyreltilerek uygulanması gerekir. 

 Uygulama sırasında mutlaka eldiven ve gözlük 
kullanınız, cilde temas etmemesi için önlemlerinizi 
alınız. Güvenlik Bilgi Formunu okuyunuz. 

 
Depolama/Raf Ömrü  
 Uygun koşullarda saklandığında, üretim tarihinden 

itibaren kullanım süresi 12 aydır.  
 

Ambalaj  
 30-70 kg Plastik Bidon  
 
Sağlık Güvenlik 
 Aşındırıcı, korozif madde, ciddi yanıklara neden olur. 
 Yanıcı değildir. 
 Koruyucu gözlük, Neopren Eldiven, Lastik bot ve özel 

solunum aygıtı kullanılmalıdır. 
 İSG gereği iş elbisesi, koruyucu eldiven, tam koruma 

gözlük kullanılmalıdır.  
 Cilde ve göze temas ettirilmemelidir. Temas halinde 

bol suyla yıkayınız. Yutulması halinde doktora 
başvurun başvurunuz.  

 Ürünün güvenli taşınması depolanması, imhası için, 
fiziksel, ekolojik, toksikolojik ve diğer ayrıntılı ve 
tavsiyeleri içeren, ürüne ait Güvenlik Bilgi Formuna 
(Safety Data Sheet) başvurulmalıdır. 

 

Description 
Aydos® Undo acid-based cosmetic product produced to clean 
concrete and similar residuals. 
 
Areas Of Application 
 Ready-mix concrete plants, 
 Transmixers, mobile concrete pumps, standing concrete 

and screed pumps, 
 Sanitary supplies, pig-cast steel sewage or waste water 

pipes, 
 Any steel and steel plate equipment used in creed and 

reinforced concrete applications. 
 
Properties / Advantages 
 Does not damage the surface, inner and outer appearance 

of the materials to be used. 
 Cleans dirt and rust. Does not discolor the dyes.  
 Cleans the clogging resulting from concrete wastes. 
 
Application/Warning 
 Apply using a brush or by pouring directly onto the surface 

of application. 
 In case of excessive residual on the application surface, 

the process is repeated every 10 minutes for a couple of 
times. 

 After applying Aydos® Undo, the surface should be rinsed 
with plenty of water. 

 In case of cleaning thin sheet metals and thin iron 
materials, it is necessary to dilute Aydos® Undo by 1/5 
ratio.  

 Please use gloves and goggles during application and 
avoid contact with skin. Please read the Safety Data Sheet. 

 
Storage/Shelf Life 
 When stored under suitable conditions, the shelf life of the 

product is 12 months from the date of production. 
 

Packaging 
 30-70 kg Plastic pails 
 
Health and Safety 
 Abrasive, corrosive substance, causes serious burns. 
 It is not flammable. 
 Safety glasses, Neoprene gloves, Rubber boots and 

special breathing apparatus should be used. 
 Please use protective clothing, protective gloves, full 

goggles and a face mask according to Occupational Health 
and Safety Regulation. 

 Avoid contact with skin and eyes. In case of contact, rinse 
with plenty of water. In case of digestion, please seek 
medical attention. 

 For transportation, storage, disposal of the product, its 
physical, ecological, toxicological information and other 
details and recommendations please refer to the Safety 
Data Sheet of the product. 

 

Teknik Özellikler / Technical Properties 
 

Kimyasal İçeriği / Chemical Contents : Asit bazlı / Acid based 

Görünüm-Renk / Appearance-Colour : Sarımsı saydam sıvı / Yellowish transparent liquid 

Yoğunluk / Density : 1.02 ± 0.01 kg/l.  

pH Değeri / pH Value : 1.3 ± 1  

 


